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Features: 

 

• 24/7 Operation 
• IPS, that prevents system errors when power loss (Optional) 
• ECC, preventing corrupt data on the system 
• ntel® Celeron® 6305 processor  
• Supporting 4K Display  

CPU Intel® Celeron® 6305  

10 nm, TDP 15W, 2 cores, 4 MB  Cache 

Frequency 1.80 Ghz 

BIOS AMI Source code 

Chipset SOC 

Memory  Up to 32 GB DDR4  

GPU  Intel® UHD Graphics 

SDM I/O HDMI, DP1.4, USB3.2, UART, GSPI, I2C, 

PCIe, SYS_FAN  

HDMI  1 x HDMI (Max.4096 x 2304 @60 Hz )  

Network 1 x i219LM Gigabit Ethernet  

USB  1 x USB-C 3.2, 2 x USB 3.2, 2 x USB 2.0  

Audio  1 x AUDIO-OUT, 1 x MIC-IN  

Storage 1 x E-key m.2 (2280) for SSD 

Wi-Fi/BT  1 x E-Key M.2 (2230) for Wi-Fi/BT  

JAHC WatchDog Timer 

Auto Power On 

RTC 

Operating System Windows 10, 11 and Linux 

Power Req. SDM IO: 12 V  

Fanless No 

Contruction PCB 

Operation temp. 0°C ~ 40°C (32°F ~ 104°F) 

Relative Humidity 95% @ 60°C (non-condensing) 

Color Black 

Dimensions 175mm x 110mm   
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