EPSON

Epson EB-810E

Merk : Epson
Productnaam : EB-810E

Artikelcode: V11HA99080

- Schaalbare 4KE-projector voor elke ruimte: 80-160 inch UST-projector voor ongehinderd kijkplezier

(geen schaduwen/reflecties)

- Heldere en energiezuinige laser: CLO van 5000 lumen met 3LCD-technologie voor helderdere kleuren
- Moeiteloze connectiviteitsopties: Bedrade/draadloze display met automatische inschakelfunctie en USB

2A-uitgang voor smart-sticks

- Gebruiksvriendelijk en gebouwd om lang mee te gaan: Vrijwel onderhoudsvrij met een garantie van 5

jaar of 12.000 uur

- Alternatief voor led-/videowand: Verrassend betaalbaar met laag energieverbruik

Projector

Smartphoneprojector *

Geschikt voor schermmaten *
Contrast ratio (dynamisch)
Projector helderheid *
Projectietechnologie *

Projector native resolution *
Typische contrastverhouding *
Oorspronkelijke beeldverhouding *

Projector helderheid (spaarzame
modus)

Frequentiebereik verticaal
Warmtedissipatie

Lichtbron

Type lichtbron *

Levensduur van de lichtbron *
Levensduur van de lichtbron
(besparingsmodus)
Lenssysteem

Focus *

Brandpuntbereik

Vaste focale lengte
F-nummer (relatieve aperture)
Zoomcapaciteit
Zoomverhouding

Throw ratio

Video

Formaat analoog signaal *
Volledige HD *

3D *

Videobewerking
Kleurmodi (2D)

Video kleurenmodi

Poorten & interfaces

HDBaseT-poort

Type onderhoudspoort

Aantal USB 2.0-poorten

Aantal USB 2.0 Type-A-poorten
Soort serieéle aansluiting *
Aantal HDMI-poorten *

X

2032 - 4064 mm (80 - 160")
5000000:1

5000 ANSI lumens

3LCD

1080p (1920x1080)
2500000:1

16:9

3500 ANSI lumens

192 - 240 Hz
1292 BTU/h

Laser
20000 uur

30000 uur

Handmatig
2.3 mm

2,3 mm

1,8

v

1.35:1

0.16 - 0.22:1

Niet ondersteund
v

X
10 Bit
Bioscoop, Dynamisch, Natuurlijk

Schoolbord, Bioscoop, DICOM-
simulatiemodus, Dynamisch, Multi-
projection, Natuurlijk, Presentatie

v

USB Type-B
2

2

RS-232C

3

Design

Plaatsing

Bevestigingsmogelijkheid voor
kabelslot

Kabelslot sleuf type
Beeldscherm

Ingebouwd display *
Energie

Stroombron *
Stroomverbruik (typisch) *
Vermogensverbruik (max)
Stroomverbruik (PowerSave)
Verbruik (modus Economisch)
AC-ingangsspanning
AC-ingangsfrequentie

Eisen aan de omgeving
Bedrijfstemperatuur (T-T)

Temperatuur bij opslag

Relatieve vochtigheid in bedrijf (V-
V)

Luchtvochtigheid bij opslag
Gewicht en omvang
Breedte

Diepte

Hoogte

Gewicht *

Breedte verpakking

Diepte verpakking

Hoogte verpakking
Gewicht verpakking

Inhoud van de verpakking

Afstandsbediening inbegrepen *
Batterijen inbegrepen
Meegeleverde kabels

Meegeleverde software

Plafond, Desktop, TV cabinet, Muur
v

Kensington

AC

290 W

380 W
04W

286 W

100 - 240V
50 - 60 Hz

-10-60 °C
-10-60 °C

20 - 80 procent

10 - 90 procent

695 mm
341 mm
156 mm
12,5 kg
460 mm
790 mm
325 mm
16,9 kg

v
v

AC

Epson Creative Projection, EasyMP
Multi PC Projection, Epson Projector
Content Manager, Epson Projector
Management, Epson Setting
Assistant
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Poorten & interfaces
DVI-poort *

Netwerk

Smart TV *

Ethernet LAN *

Aantal Ethernet LAN (RJ-45)-poorten

Ethernet LAN, data-
overdrachtsnelheden

Wifi *
Wi-Fi-standaarden
Miracast

Opslagmedia

Geintegreerde geheugenkaartlezer
*

Kenmerken

Interactief *

Geluidsniveau (spaarzame modus)
Geluidsniveau *
HDR-ondersteuning

High Dynamic Range (HDR)-
technologie

Wachtwoordbeveiliging
Multimedia
Ingebouwde luidsprekers *

Design

Markt positionering *
Type product *

Kleur van het product *

[y

10,100 Mbit/s

v

802.11a, 802.11b, 802.11g, Wi-Fi 4

(802.11n), Wi-Fi 5 (802.11ac)
v

X
26 dB
35dB
v

High Dynamic Range 10 (HDR10),
Hybrid Log-Gamma (HLG)

v

Bedrijf

Projector met ultrakorte
projectieafstand

Wit

Technische details

Andere kenmerken

Mobiele appondersteuning

Power consumption

Logistieke gegevens
Aantal per verpakking
Producten per pallet
Pallet brutolengte

Pallet brutobreedte
Pallet brutohoogte
Producten per palletlaag
Producten per palletlaag (UK)
Producten per pallet (UK)
Palletlengte (UK)
Pallethoogte (UK)

Overige specificaties

Type optie

Interface

Bedieningspaneel

Ondersteunde netwerkprotocollen

Beveiligingseigenschappen

21:9 aspect ratio support, 4K
enhancement, A/V mute, Arc
Correction, Auto Power On, Auto
source search, Built-in speaker, CEC
compatible, Customizable user logo,
Daisy chain Multi-Projection, Digital
zoom, Direct Power on/off,
Document Camera Compatible,
Edge Blending, Email notification,
Fit to Screen, Home Screen,
Horizontal and vertical keystone
correction, Image Shift, JPEG
Viewer, Long light source life, PC
Free, Point correction, Power on
button, Quick Corner, Schedule
Function, Screen Mirroring, Source
function, Split-Screen-Function,
Ultra-wide display (16:6), Web
Control, Web Remote, Wireless LAN
capable, iProjection App

v

290 Watt (Normal On-Mode), 192
Watt (Eco On-Mode), 380 Watt
(Normal Peak-mode), 286 Watt (Eco
Peak-Mode), 0.4 Watt (Energy
saving standby)

1 stuk(s)
12 stuk(s)
120 cm
80 cm
2,1m

2 stuk(s)
2 stuk(s)
12 stuk(s)
120 cm
2,1m

Air filter, Ceiling mount, Connection
and control box, MB22 ceiling
mount, Safety wire set, Visualiser
camera, WP System - ELPWP10, WP
System - ELPWP20, Wall mount,
Wireless LAN unit, Wireless
transmitter - ELPWTO01

USB 2.0-A (2x), USB 2.0 Type B
(Service Only), RS-232C, Ethernet
interface (100 Base-TX / 10 Base-T),
Wireless LAN IEEE 802.11a/b/g/n/ac,
HDMI in (2x), HDMI out, HDBaseT,
Miracast

0.62 inch with C2 Fine
HTTPS, IPv4, IPv6, SNMP,
ESC/VP.net, PJLink

Kensington lock, Control panel lock,
Password lock, Padlock, Wireless
LAN unit lock, Wireless LAN
security, Password protection
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Disclaimer. The information published here (the "Information") is based on sources that can be considered reliable, typically the manufacturer, but
this Information is provided "AS IS" and without guarantee of correctness or completeness. The Information is only indicative and can be changed at
any time without notification. No rights can be based on the Information. Suppliers or aggregators of this Information do not accept any liability with
regard to the content of (web)pages and other documents, including its Information. The publisher of the Information can not be held liable for the
content of 3rd party websites that are linking this Information or are linked to from this Information. You as the User of the Information are solely
responsible for the choice and usage of this Information. You are not entitled to transfer, copy or otherwise multiply or distribute the Information. You
are obliged to follow the directions of the copyright owner(s) with regard to the use of the Information. Exclusively Dutch law is applicable. With
regard to price and stock data on the site, the publisher followed a number of starting points, which are not necessarily relevant for your private or
business circumstances. Therefore, the price and stock data are only indicative and are subject to changes. You are personally responsible for the
way you use and apply this information. As a user of the Information or sites or documents in which this Information is included, you will adhere to
standard fair use including avoidance of spamming, ripping, intellectual-property violations, privacy violations, and any other illegal activity.
Automated scraping, data mining, or harvesting for the purpose of training machine learning models, neural networks, or artificial intelligence
systems is strictly prohibited without a commercial license.
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